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Memmert XXL constant climate chamber


More capacity, much faster, more efficient – the new addition to the Memmert portfolio of constant climate chambers with Peltier technology. The HPP1400 with 1400 litres volume is ideally suited for stability tests of large samples and batches in pharmaceutical, cosmetics or food industry.


As the pioneer in using Peltier technology for thermal ovens, Memmert now enters new dimensions with their brand new HPP1400. With an interior volume of almost 1400 litres and an usable surface of approximately 10 m² when fully loaded with 28 grids, the constant climate chamber is the largest available device of its kind. All this is achieved without the use of energy-intensive compressors and conventional heating elements.


Like all other HPP constant climate chambers, the environmentally friendly Peltier concept is also used in HPP1400 for heating and cooling and becomes highly effective in terms of energy-saving when used for achieving constant temperatures close to ambient temperature. Since Peltier technology does not require any cooling agents, no atmospheric greenhouse gases are emitted.


Based on its outstanding precise homogenous temperature stability and the quiet operation, the new XXL climate chamber is perfectly tuned for stability tests according to ICH, GMP or the IFSCC regulations, amongst others. Even when fully loaded, the unique HeatBALANCE function guarantees that temperature and humidity remain stable and evenly distributed in the entire chamber. Despite the large volume, recovery and response time for heating and cooling to set temperatures are pleasantly fast.
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(Picture) Memmert constant climate chamber HPP1400 





Active humidity control, minimised water consumption


The new Memmert HPP1400 is working within a temperature range from +15°C (at least 10°C below ambient) to +60°C. Equipped with a digitally controlled active humidification and dehumidification from 10% to 80% RH, water consumption is noticeably reduced. The fully heated inner glass, which is integrated in the full-sight glass door minimises the risk of condensation and allows observation of the working chamber at any time. On customer request, all parameters can be monitored and logged in compliance with FDA using AtmoCONTROL software. Optionally, IQ and OQ documentations are available.
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